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2J7114BGF 
(Alpha Micro Part No. AMC2J7114BGF) 

Cellular/LTE, TETRA/UHF and GNSS screw mount antenna 

 
Features  
• Cable 1: Cellular/LTE 

• Cable 2: TETRA/UHF 

• Cable 3: GPS/Galileo/QZSS/GLONASS 

• Screw mount 

• Heavy duty antenna 

• High performance 

• Ground plane dependent 

• Anti-rotation mounting 

• Certificates: IP67, IP69, IK09 

• Dimensions – Ø 96 x 130mm(h) 

• Customizable cables and connectors 
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1. Antenna and Electrical Specifications 
 

Cable 1 – Cellular/LTE  
Standards 2G, 3G, 4G 

Band (MHz) 700/850/900 1700/1800/1900/2100 2600 

Frequency (MHz) 698 - 960 1710 - 2170 2500 - 2700 

Return Loss (dB) ~-6.1 ~-10.3 ~-10.6 

VSWR ~3.0:1 ~2.0:1 ~1.9:1 

Efficiency (%) ~41.3 ~42.4 ~43.0 

Peak Gain (dBi) ~1.9 ~3.0 ~2.9 

Average Gain (dB) ~-3.9 ~-3.8 ~-3.7 

Impedance (Ohms) 50 

Polarization Linear 

Radiation Pattern Omni-directional 

Max. Input Power (W) 25 

Connector Type SMA male standard (other connectors available) 

Cable Length 3 meters standard (other lengths available) 

Cable Type LMR195 standard (other cables available) 
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Cable 2 – TETRA/UHF  
Standards TETRA/UHF 

Band (MHz) 390, 420, 460 

Frequency (MHz) 380 - 470 

Return Loss (dB) ~-16.6 

VSWR ~1.5:1 

Efficiency (%) ~64.4 

Peak Gain (dBi) ~2.1 

Average Gain (dB) ~-1.9 

Impedance (Ohms) 50 

Polarization Linear 

Radiation Pattern Omni-directional 

Max. Input Power (W) 25 

Connector Type SMA male standard (other connectors available) 

Cable Length 3 meters standard (other lengths available) 

Cable Type LMR195 standard (other cables available) 

 
Antenna measurement conditions: 

Mounted on 60 x 60cm ground plane 

2 meters LMR195 cable 

Measured in certified CTIA 3D anechoic chamber 
 
 
 
 
 
 
 
 
 
 
 
 
 

mailto:usasales@alphamicro.net
http://www.alphamicro.net/


Page 4 of 13 

AMC2J7114BGF 

Rev. 0 – 28 June 2021 

Alpha Micro USA: Tel: +1 561 744 9986 | email: usasales@alphamicro.net  

www.alphamicro.net 

 
 
 
 

Cable 3 – GPS/GLONASS  
Standards GPS/QZSS/Galileo GLONASS 

Band (MHz) 1575 1602 

Frequency (MHz) 1575.42 1598 - 1610 

Passive Gain (dBi) ~3.6 

Impedance (Ohms) 50 

Radiation Pattern Hemispherical 

SAW Filter Type Pre-filter 

Active Gain (dB) 28 @ 2.7V 

Noise Figure (dB) 1.8 @ 2.7V 

Voltage Range (V) 1.5 – 3.6 

Current Consumption(mA) 9 @ 2.7V 

Power Consumption (mW) 24.3 @ 2.7V 

Out of Band Rejection (dBc) ~43 

ESD Protection (kV) 6 

Connector Type SMA male standard (other connectors available) 

Cable Length 3 meters standard (other lengths available) 

Cable Type LMR100 standard (other cables available) 
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2. Mechanical and Environmental Specifications 
  

Mounting Type Screw mount 

Dimensions (mm) Ø 96 x 130 (h) 

Radome ASA 

Radome Colour Black (White optional) 

Antenna Base Aluminium alloy 

Operating Temperature (°C) -40 to +85 

Storage Temperature (°C) -40 to +85 

Certificates IP67, IP69, IK09 

Substance Compliance RoHS 
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3. Antenna Parameters 
 
 Cable 1: Cellular/LTE 
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 Cable 2: TETRA/UHF 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

mailto:usasales@alphamicro.net
http://www.alphamicro.net/


Page 10 of 13 

AMC2J7114BGF 

Rev. 0 – 28 June 2021 

Alpha Micro USA: Tel: +1 561 744 9986 | email: usasales@alphamicro.net  

www.alphamicro.net 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

mailto:usasales@alphamicro.net
http://www.alphamicro.net/


Page 11 of 13 

AMC2J7114BGF 

Rev. 0 – 28 June 2021 

Alpha Micro USA: Tel: +1 561 744 9986 | email: usasales@alphamicro.net  

www.alphamicro.net 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

mailto:usasales@alphamicro.net
http://www.alphamicro.net/


Page 12 of 13 

AMC2J7114BGF 

Rev. 0 – 28 June 2021 

Alpha Micro USA: Tel: +1 561 744 9986 | email: usasales@alphamicro.net  

www.alphamicro.net 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

mailto:usasales@alphamicro.net
http://www.alphamicro.net/


Page 13 of 13 

AMC2J7114BGF 

Rev. 0 – 28 June 2021 

Alpha Micro USA: Tel: +1 561 744 9986 | email: usasales@alphamicro.net  

www.alphamicro.net 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

mailto:usasales@alphamicro.net
http://www.alphamicro.net/

